METHOD  OF  DYEING 

A M A P R O 

UNION  COLORS 

Percentage  of  dyestuff  used  to  obtain 
shades  on  this  card  shown  are  before 
each  color. 

Name  of  color  is  under  sample. 

Percentage  in  ounces  for  10  lbs.  of  material 
to  be  dyed. 


\% 

1 3/5  Ounces 

2% 

3 1/5 

3% 

4 4/5 

4% 

6 2/5 

5 % 

— 8 

6% 

9 3/5 

7 % 

11  1/5 

FOR  LIGHT  SHADES 

Use  10  lbs.  of  common  salt  to  100  lbs.  of  goods 

FOR  DARK  SHADES 

Use  20  to  25  % of  common  salt  to  100  lbs.  of  goods. 

Where  heavier  Shades  on  wool  are  desired, 
glauber  salt  may  be  used 

Enter  the  goods  at  150°  F.  Raise  slowly  to  a 
boil,  but  don’t  boil  too  hard.  Let  simmer  from 
10  to  20  minutes,  then  shut  off  steam  and  continue 
the  dyeing  process  for  about  45  minutes,  allowing 
the  temperature  of  the  dye  bath  to  slowly  cool 
down.  Keep  the  goods  constantly  moving  during 
the  entire  process. 

OUR  LABORATORY 

Is  complete  in  every  detail,  for  experimental 
work,  being  in  charge  of  practical  men.  It  is 
our  pleasure  to  offer  you  our  services  without 
charge  as  your  demands  may  require. 
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